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4 Line Automotive Exhaust Gas Analyser

Measures
•  CO (0-5,000ppm) 
•  CO2 (0-20%) 
•  NO (0-1,500ppm) optional
 
Calculates
•  COK Corrected CO (0-15,000ppm)
•  NOx (0-1,500ppm)

Fuel Types
•  Petrol/Gasoline •  CNG
•  LPG •  Diesel

Features
•  4 Line display
•  Store upto 99 tests
•  Compact design
•  Protective rubber cover with a magnet for “hands–free” 

operation
•  CO2 direct measurement with a "long life" infra-red sensor 
•  CO direct measurement
•  Rotary switch for ease of use
•  Integrated water trap with replaceable particle filter
•  Low cost yearly fixed price servicing
• Print capability
 - With optional printer KANE IRP-2

Optional wireless upgrade
•  Transfer analyser readings to your PC or 

Android device using KANE LIVE software 
downloaded free from www.kane.co.uk 

 & Play Store
Contents
•  Analyser inc. x4 AA batteries, protective rubber boot, 
 high temp probe, spare filters, manual, carry case

Kit options
• Kits can be customised to suit your requirements

AUTO2-7
•  Gas Analyser - CO, COK, CO2

AUTO3-7
•  Gas Analyser - CO, COK, CO2, NO, NOx

AUTO2-7 KIT
•  Gas Analyser - CO, COK, CO2, KANE IRP-2 printer

AUTO3-7 KIT
•  Gas Analyser - CO, COK, CO2, NO, NOx, KANE IRP-2 printer

AUTO7 
•  Compact & easy to use design
•  Ideal for exhaust emission monitoring of 

CO, CO2, & NO (optional)

Independently tested by 
TUV SUD to: EN50379
Use for: BS7967


